Large format (50mm)
Soil Moisture Probe
The Otto50 provides a cost effective alternative for those wishing to take
advantage of the large installed base of 2" (50mm) format capacitance
probes and probe tubes.

Otto50
The market for large format capacitance probes is well
established  having been pioneered in the mid 1990s. But to
date, these products have been marked by high purchase and
service costs. The Otto50 provides a well priced alternative
for owners of existing probes and for those looking for a
continuous monitoring upgrade option for their "swipe and go"
sites.
Like the standard Otto, the Otto50 probes are fitted with an
SDI12 interface, giving them the widest possible compatibility
with telemetry units and loggers. They can also be built in
"naked" form, where each sensor occupies a different SDI12
address.
Adaptors are available so that the Otto50 sensors and
interface board may be fitted in to the heads of the probes

Probe Length and Sensor Spacing
One of the key selling points of above ground reenterable probes has been serviceability:
faulty parts can be swapped out, or the number or spacing of sensors on the probe column
changed at any time. This holds true for the Otto50.
The probes are available in lengths from 30cm to 150cm (200cm on special request). The
sensor PCBs are 10cm long and if fitted end on end, yield a resolution of 10cm.
Where full 10cm resolution is not required, spacer boards may be fitted between the sensor
PCBs. These are available in lengths of 10, 20 and 30cm, giving users complete flexibility in
how many sensors to install and at what depth.

Ordering
OT50XXYYZZ

Otto 50 (2") above ground soil moisture probe
XX = Probe tube length
e.g. 03 = 30cm, 10 = 100cm, 15 = 150cm
YY = Number of sensors
Min = 3, Max = 15
ZZ = Cable length in metres Min = 03m, Max = 40m
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